ACTIVE SMALL LINE
ARRAY

C6 is a single 6-inch coaxial point source linear array speaker
C6 is a speaker system that integrates coaxial unit technology
and the advantages of line array sound reinforcement; the
tweeter and woofer are arranged coaxially to ensure that the
sound source points coincide, reduce phase interference, and
enhance the sense of positioning and clarity of the sound. The
coaxial structure makes the radiation direction of high and low
frequency sound waves consistent, avoiding the coverage blind
area caused by frequency band separation, which is especially
suitable for the restoration of vocals and musical instrument
details. It supports vertical stacking or horizontal array
combination of multiple cabinets, and flexibly adjusts the
coverage angle and sound pressure level. The 6.5-inch mid-low
frequency unit takes into account the low frequency dive (about
100Hz) and the fullness of the mid-frequency, and the high
frequency unit (with a 1-inch throat compression driver) extends
to 18-20kHz to meet the full frequency requirements. Compared
with larger size line arrays, it is small in size and light in weight,
suitable for small and medium-sized scenes such as mobile
performances, multi-function halls, and churches.

Dimensions
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Drivers

Frequency response range(-6dB)
Horn coverage range (-6dB)

Sensitivity (dB/Im/1w)
MAX SPL

Rated power (AES)

Maximum power (PEAK)

Nominal impedance

Power amplifier type

Frequency response (0/-0.5)

Power amplifier total power (4Q load)
Power of each output channel (4Q load)
Signal to Noise Ratio (S/N)

Harmonic distortion (T.H.D)

Damping coefficient

DSP sampling rate

DSP input channel

Output circuit type

Input sensitivity

Input/output interface

Amplifier output interfaces

Input working voltage
Product dimensions
Net weight
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LF:2 x 12" (300mm) bass unit (3" voice coil)
MLF:1x6.5 "(178mm) (1.562" voice coil)
HF:1x1.5 "(38mm), 1" throat compression drive unit
LF:40Hz~300Hz MLF:100Hz~2KHz HF:2KHz~18.5KHz
Hor.90 °x Vert.15 °

vertical angle adjustable with the number and curvature of speakers

LF:98dB MLF:93dB HF:104dB
LF:127.6dB (continuous)/133.6dB (peak)
MLF:116dB (continuous)/120dB (peak)
HF:122dB (continuous)/128dB (peak)
LF:900W MLF:120W HF:60W
LF:3600W MLF:480W HF:240W
LF:4 Q MLF:16Q HF:16Q
Three channel D-class power amplifier
20Hz~20KHz (Amplifier)
3000W
LF:1800W MLF:600W HF:600W
> 95dB (A weighted)
< 0.05%;

500
96k/24bit
2in 3 out;

Class D
33.7dB
XLR-F/M
Two four core professional speaker sockets
MLF:Out 1+ 1- HF:Out 2+ 2-
AC220-240V, 50Hz/60Hz
C212SA:700x 380x540 mm (height including foot pad)
C6:196 x 270 x 211 (excluding suspension dimensions)

C212SA:42.0Kg C6:5.6Kg
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