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FULL RANGE
SPEAKER

The W Series includes the W4, W5, and W8—ultra-compact passive coaxial loudspeakers engineered for near-field
reinforcement, stage monitoring, and fixed installations. Each model features a true coaxial driver layout for
phase-coherent, uniform coverage with natural tonal balance. With axisymmetric dispersion (100°-110°), high-efficiency
crossovers, and durable birch enclosures, the W Series delivers detailed highs and tight lows in a discreet form
factor—ideal for fill, surround, or portable sound applications.

W5 SPL W8 SPL

Drivers LF1x4" (102mm) LF:1x5" (127mm) LF:1x8" (200mm)
HF:1x1.4" (36mm) HF:1x0.75" (20mm) HF:1x1.5" (38mm)

neodymium coaxial driver neodymium coaxial driver neodymium coaxial driver

Frequency range(-10dB) 110Hz~20KHz 95Hz~20kHz 60Hz~20kHz

Dispersion(-6dB) 110° axisymmetric 110° axisymmetric 110° axisymmetric

Sensitivity (IM/1W) 92dB 93dB 97dB

Max SPL 113dB(continuous)/119dB(peak)  115dB(continuous)12idB(peak)  121dB(continuous)127dB(peak)

Rated Power (AES) 120W 150W 250W

PEAK Power 480W 600W 1000W

Impedance 8Q 8Q 8Q

Dimensions ( HXWxD ) 170 x 165 x 205 mm 171x 164 x 205 mm 424 x 250 x 264 mm
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