LINE ARRAY

The compact Alpha-F8 line array loudspeaker is
used to form vertical arrays. It adopts a passive
external two-way design with two 8" drivers in a
dipole arrangement and a 1.4" compression driver
with wave transformer mounted in the center.
Precision horn geometry combined with advanced
bass reflex port design produces directivity control
capability with frequency bandwidth and extended
low frequency output. This high-performance line
array module provides a controlled 80° horizontal
directivity down to 500Hz.

Alpha-F8
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Alpha-F8/s1812 system diagram

Precise Technical
Specifications

Compact Alpha-F8 linear array
speakers are used to form a
vertical array.Adopting a passive
external two-frequency design,
two 8" drive units are arranged in
a dipolearrangement, and a 1.3"
compression drive unit with
inverter is installed in the center.
The precise horn geometry
combined with the advanced

Dimensions

Alpha-F8

Precisionin Sound
Performance

bass reflex inverted hole design
producesthe directivity control
capability of the frequency
bandwidth and extends the low
frequency output.This speaker
can be combined with
Alpha-F1812 speakers to form a
vertical array.The speaker
cabinet is made of waterproof
plywood and is impact resistant.

Balanced
Performance
Attributes

it use protectivepolyurea paint.
The front panel of the cabinet is
protected by a strong metal
mesh and lined with waterproof
andsound-permeable cotton.
Each side panel is equipped with
a handle. The box is equipped
with a three-point hoisting
device.
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Alpha-F8 Alpha-S1812

Driver

LF:2x8"(200mm)

HF:1x3"(75mm) Neodymium

Frequency range(+3dB)
Horn Coverage(-6dB)
sensitivity (1IM/1w)

LF:126dB (continuous)/132dB (peak)
HF:136dBdB (continuous)/139dB (peak)

Max S.P.L

Rated Power (RMS)
PEAK Power
Impedance
Dimensions (HXWxD )
Net weight

80Hz~18.5kHz
Hor.80°x Vert.14°
LF:100dB HF:113dB

LF:400W HF:100W
LF:1600W HF:400W
LF:16Q HF:16Q

258.8 x 630 x 375 mm

225 kg

LF:1x18"(460mm)
1x12"(300mm) neodymium

40Hz~150Hz
N/A
99dB

129dB (continuous)/135dB (peak)

1000W
4000W
8Q
500 x 630 x 692 mm

50 kg
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