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AUDIO PROCESSOR

Dimensions

D3 is a versatile three-in-one amplifier combining power amplification, wireless microphone support, and professional audio
processing. Its soft startup system prevents current surges, ensuring seamless integration with audio systems. The amplifier
supports output power for 1kHz sine wave signals, with precise testing through advanced measurement tools. Built-in UHF wireless
microphone functionality, a high-speed effect processor, and a U-disk audio decoder offer enhanced playback flexibility.
Additionally, D3 features 5.0 Bluetooth two-way wireless transmission for superior connectivity, making it an all-in-one solution
for dynamic audio needs.

Output Power 2 x 850W at 8Q (stereo)
Frequency Response 2 x 1400W at 4Q (stereo)
THD 20Hz-20kHz, +1dB
s/N Ratio <0.05%
Damping Factor 2105dB
Channel Separation 2500

Input Sensitivity >70dB
Protection System 1\%

Soft Start Protection
DC Protection
High-Frequency Protection
Overheating Protection
Short-Circuit Protection
Amplitude Limiting Protection
Boot/shutdown mute protection

Input Impedance 20K (balance)

Output Circuitry H

Input Connectors RCA Socket, MIC Socket, Fier, Bluetooth, USB, PC, HDMI
Output Plug Speaker Plug

AC Power Operating Range 220V~230V/50-60Hz

Dimensions ( HXWxD ) 88 x 483 x 360mm

Packing Size ( HXWxD ) 160 x 580 x 520mm

Net Weight 17 kg

Gross Weight 19 kg
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