K&D-110Pro/112Pro/115Pro/215Pro

FULL RANGE
SPEAKER

Applications

BARS, LOUNGES,
AND MUSLC
RESTAURAN TS

CONFERENCE
ROOMS AND MULTI-
PURPOSE HALLS

to) @ @

LIVE PERFORMANCE
VENUES AND
ROADSHOWS
K&D-110PRO K&D-112PRO K&D-115PRO K&D-215PRO
Drivers LF1x10"(250mm) LF1x12"(300mm) LF 1x15"(380mm) LF 2x15"(380mm)
HF 1x1.75"(44mm) HF 1x1.75"(44mm) HF 1x1.75"(44mm) HF 1x3"(75mm)
Frequency Range(x3dB) 65Hz~20kHz 55Hz~20kHz 50Hz~20kHz 48Hz~18.5kHz
Dispersion Hor.80°x Vert.60° Hor.80°x Vert.60° Hor.80°x Vert.60° Hor.80°x Vert.60°
Sensitivity (Im/1w) 97dB 98dB 99dB 101dB
Max SPL 122dB(continuous)/  124dB (continuous)/ 125.5dB (continuous)  131dB (continuous)
128dB (peak) 13008 (peak) /131508 (peak) /1370B (peak)
Rated Power (RMS) 300W 400W 450W 900W
PEAK Power 1200W 1600W 1800W 3600W
Impedance 80 80 8Q 40
Dimensions (HxWxD) 548x354.9x317.1mm 650x384x375 mm 760x443x408 mm 1100x497.4x468 mm
Net Weight 13.9kg 21.4kg 29kg 59.5kg
Dimensions

K&D-110PRO K&D-112PRO K&D-115PRO K&D-215PRO
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